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LEGEND AND NOTES

D%ﬂ FOUND SECTION CORNERS AS NOTED ON PLAT
=01 FOUND QUARTER CORNERS AS NOTED ON PLAT
» FOUND SIXTEENTH CORNERS AS NOTED ON PLAT
L FOUND REBAR SET ON PREVIOUS SURVEYS BY OTHERS
® SET 5/8°X24” REBAR WITH CAP STAMPED ALLRED SURVEYING AT CORNERS
O EXISTING PIPE FENCE CORNER POST AT CORNER
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THIS SURVEY WAS PERFORMED USING GLOBAL POSITIONING SYSTEM (G.P.S.) EQUIPMENT AND PROCEDURES USING
THE UTAH G.P.S. VIRTUAL REFERENCE STATION CONTROL NETWORK MAINTAINED AND OPERATED BY THE AUTOMATED
GEOGRAPHIC REFERENCE CENTER. THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED FROM G.P.S.
OBSERVATIONS AT A CONTROL POINT, (ALUMINUM PIPE AND CAP MONUMENT) LOCATED AT LAT: 40°10°43.26237" N
AND LONG: 110°23°'52.06157” W USING SAID CONTROL NETWORK.

SURVEYOR'S CERTIFICATE

This is to certify that this plat was prepared from the field notes and electronic data collector files of an actual
survey made by me, or under my personal supervision, of the parcel of land shown hereon, and that the monuments

indicated were found or set during said survey, and that this plat accurately represents said survey to the best of
my knowledge.

JERRY D.
ALLRED

Jerry D. Allred, Professional Land Surveyor,
Certificate No. 148951, (Utah)
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